2023 JS Senior AO Oil Pattern

BUILT FOR BOWLING
Oil Pattern Distance: 44 Feet Reverse Brush Drop: 34 Feet Oil Per Board: 50 uL
Forward Oil Total: 20.25 mL Reverse Oil Total: 10.65 mL Volume Oil Total: 30.9 mL
Forward Boards Crossed: 405 Boards Reverse Boards Crossed: 213 Boards Total Boards Crossed: 618 Boards
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Start Stop Loads Speed Crossed Stat End Feet T.Oil .
1 2L 2R 3 10 111 00/ 28 28 ssso Conditioner:
2 20 2R 3 14 111 28 a7 53 ssso | TypeInor Select 55
3 4 4R 1 14 33 8.7 106 1.9 1650 One
4 1L 11k 2 14 33 106 145 3.9 1900 TransferType'
5 12L 12k 2 14 34 145 184 3.9 1700 |
& 13L 13k 2 14 30 184 223 39/ 1500 Type |I’(1)OI‘ Select
7 14l 14R 2 18 26 223 274 ne
B 5L 15R 2 13 22| 27A| 325
g 2L 2R 0 22 0 325 390 45
10 21 2R i 26 0 390/ 440
Forward
Reverse
Forward Reverse 1 Mare
35
Start Stop Loads Speed Crossed Stat End Feet T.Oil .

1 2L 2R o 0 0 440 340 -100 0 Combined
2 15L 15R 2 26 22 340 267 -73/ 1100
3 14L  14R 2 22 26 267 205 -62/ 1300
4 13L 13R 2 22 30 205 143 -62| 1500 Buff
B 12L  12R 2 14 34 143 104| -39 1700
& 7L 7R 1 10 27 104 50 -1.4[ 1350 25
72l 2R 2 10 74 50 &2 -28 3700
8 2L 2R o 10 0 62 00 -2 0

15

Forward .- Reverse . Mare
]
[tem IL-TLBL-18R 8L-12L:18L-18R 13L-17L18L-18R 18L-18R:17R-12R 18L-18R:12R-8R 18L-18R:7R-3R
Description Outside Track:Middle | Middle Track:Middle Inside Track:Middle | Middle: Inside Track  Middle:Middle Track  Middle:Dutside Track
Track Zone Ratio 311 241 1.09 1.09 241 311
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